DIACIT

TECHNICAL INFORMATION

REFERENCE: ACRILLA - ACRILLAH

Avaizble widlhs 120 cm
Campasii SOLUTION DYED ACRYLIC
SPECIFTICATIONS:

ACRILLA  ACRILLAH
Walght [LINE-EN 150 2285-2) 295 315 gfm?
Water penetration resistance [UNE 20811) Min. 30 Min. 105 om H;0
Resistance to suriace wetling -Spray Test (UIVE 2993). MMin. 90 Mir, 90
O repallency (AATCC 118): Mir. 5 Mir. 4
Hiarp tensile strenglf (UNE-EN IS0 13934) 130 147 dahfs cm
Wit ronsiie stromgth (UINE-EN TS0 13934) 2 75 74 dal/5 cm
Warp efongation at break (UNE-EN 150 13934) 30 35 %h
et elorigation at break (LIVE-EN IS0 13934 20 30 %
Hiarp fearing resistance (UNE-EN 150 4574-1) 5 5 dal
Wt tearing resistance (LIVE-EN IS0 #574-1) 3 3 dal
Covour fastness to actifoial weathering (LINE-EW [50 105-804) 7-8 7-d
Tolermace +/- 5%

Aperage Vakes o contract infanmatioe




